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The CN 200N Series is a standalone coupling network unifying up to three audio

transformers, each with 100 A capacity, being configurable for various test

requirements (e.g. LV 123, ISO/TS 7637-4 draft).

The CN 200N series is used to apply the test signals to the lines under test via an

audio transformer to perform ripple voltage tests and continuous or transient

conducted immunity tests.

Models / Specifications

Parameter CN 200N100 CN 200N200 CN 200N300

Secondary current

(saturation)

100 A rms 200 A rms 300 A rms

Secondary voltage

(insulation)

1000 VDC 1200 VDC

Ratio 2:1 step down

Audio power 200 W 400 W 600 W

Frequency range 10 Hz ... 500 kHz

Primary resistance < 5 Ω (depending on frequency)

Secondary resistance 1/4 of primary resistance

Secondary inductance approx. 1 mH (unloaded)

Secondary con. 6 mm safety 10 mm safety 16 mm safety

Primary connectors 6 mm safety 6 mm safety 6 mm safety

Dimension 19", 3HU

447x582x154

mm

19", 3HU

447x582x154

mm

19", 6 HU

447x582x288 mm

Weight 20 kg 38 kg 57 kg

Cooling Passive Cooling

Temperature +10 ... +40 °C

Humidity max. 85 %, non-condensing

Athmospheric Pressure 860 mbar ... 1060 mbar

Accessories / other test generators

AMP 200N2 Audio Amplifier

AutoWave ArbWave generator

NetWave series Programable AC/DC source up to 108kVA

VDS 200Qx.2 seriews 4-quadrant amplifier, -20 ... + 80 V, up to 200 A

Standards

ISO 7637-4 WV 80300

LV 123 WV 80303

MIL STD 461 CS 101 ISO 21780

MAIN FEATURES

Frequency response 10 Hz to 500 kHz

Secondary saturation up to 300 A

Audio power 200 W per transformer

Turns ratio 2:1 step down
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